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www.sahara-pergolas.com

D A K H L A L I T E

D A K H L A
P I L A R E S
A L E R O

A T A Q U E

WATER AND WIND
RESISTANT

Its perimeter sealing system, makes it waterproof, providing a 
tight and comfortable space.

The DAKHLA LITE Family completes the successful range 
DAKHLA. Specially designed for limited spaces, with a minimalist 
design, keeps the manufacturing quality of the DAKHLA family 
intact as well as the versatility and the capacity to adapt to any 

space thanks to its modularity and variety of installation options 
such as self-supported, wall mounted, suspended or between 
walls. This family can be completed with the closures range  
QATIF or + Glass.

CNC
MACHINING

Production technology using computer numerical control 
machines. Highest quality and resistance.

D A K H L A L I T E

This product ensures superior wind load safety due to its robust 
construction and CNC machined components.

STABILITY AND 
SOLIDITY

DAKHLALITE
110mm

DAKHLA
150mm

The product range Dakhla is 
increased with the new reduced 
Lite version.

LITE
PROFILES
110mm

COMPLEMENTS

QATIF
Closure

+GLASS
Closure

Home automation

Sensors

Lighting

Wide range of top quality 
fabrics available.

FABRICS

CUBE
Fabrics

TREND
Fabrics

OPAK
Fabrics

FINISHES 

NATURE �nishes Consult the complete
catalog for �nishes. 

FUTURE  �nishesSAHARA �nishes 

Certi�ed QUALICOAT painting, Class 2 (super-durable).  



D A K H L A P I L A R E S L I T E D A K H L A A L E R O L I T E D A K H L A A T A Q U E L I T E
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CONFIGURATIONS

PROFILES

CONFIGURATIONS

PROFILES

CONFIGURATIONS

PROFILES

5 
m

SUSPENDED
INSTALLATION

BETWEEN-WALLS
INSTALLATION

SELF-SUPPORTED
PERGOLA

Motorized openning system, operated by 
remote control, APP or home automation 
systems

Maximum distance of 4m 
between guides

4000

Maximum wide of 12.000mm 
for a single canvas

12mCapable to cover a projection 
up to 5m

5000
MAX

Motorized openning system, operated by 
remote control, APP or home automation 
systems

Maximum distance of 4m 
between guides

4000

Maximum wide of 12.000mm 
for a single canvas

12mCapable to cover a projection 
up to 4.5m

4500
MAX

Motorized openning system, operated by 
remote control, APP or home automation 
systems

Maximum distance of 
4m between guides

4000

Maximum wide of 12.000mm 
for a single canvas

12mCapable to cover a projection 
up to 5m

5000
MAX

D A K H L A L I T E

Motorized openning system, operated by 
remote control, APP or home automation 
systems

Maximum distance of 4m 
between guides

4000

Maximum wide of 12.000mm 
for a single canvas

12mCapable to cover a projection 
up to 5m

Scan this QR 
code to make a 
virtual 
installation

5000

2 GUIDES (4M) 3 GUIDES (8M) 4 GUIDES (12M)

CONFIGURATIONS

PROFILES

WALL MOUNTED
INSTALLATION

MAX

Scan this QR 
code to make a 
virtual 
installation

Scan this QR 
code to make a 
virtual 
installation

Scan this QR 
code to make a 
virtual 
installation
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